
FACILITY OVERVIEW
The Clinton facility services the Mid-Conঞnent region with a full 
mixing facility and chemical warehouse. The liquid mud plant 
supports oil-base drilling fluids. 

Chemical inventory includes key drilling fluid addiঞves including 
bulk barite and lost circulaঞon material. Chemical storage is 
available in the 20,000 square foot warehouse or in dedicated 
areas in the yard. 

AES Drilling Fluids is constantly upgrading faciliঞes to meet 
the needs of its customers. Confirm the latest capabiliঞes and 
locaঞons with an AES account manager.

The Clinton facility features a 20,000 square foot warehouse and a 3,000 square foot covered 
loading area. It offers a full mixing facility for blend and recondiঞong drilling fluids. Clinton operates 
on 24-hour regional dispatch with a mud engineer on call to perform required mud checks in the 
on-site mud tesঞng lab.

F A C I L I T Y  P R O F I L E

CLINTON FACILITY
Warehouse and Liquid Mud Plant

STORAGE
C L I N T O N

20,000 sq [ warehouse 
and 3,000 sq [ covered 
unloading area

9,400 bbl bulk liquid mud 
17,800 sacks bulk barite
1200 bbl diesel
300 bbl freshwater and 1200 

bbl CaCl2 storage tanks

EQUIPMENT
C L I N T O N

Mud lab (quality control)
Forkli[s (4)
Boom li[ (1)

MIXING
C L I N T O N

1 x 300 bbl mixing tank
1 x 500 bbl mixing tank

CLINTON



Phone
Email  

:  281 556 5628

:  info@aesfluids..com
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CLINTON FACILITY
3940 Custer Avenue

 Clinton, OK 73601

 P: (580) 323-0044

F: (580) 323-0070


